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230/30 460/3 Summer Winter Inlet Outlet

DAC 048 705.4 30 4 27.2 13.2 24.8 97.0 1 3/8 1 3/8 1710

DAC 054 793.6 30 4 27.2 13.2 24.8 97.0 1 3/8 1 3/8 1830

DAC 062 911.2 44 4 27.2 13.2 35.4 141.2 1 3/8 1 3/8 1990

DAC 068 999.3 44 4 27.2 13.2 35.4 141.2 1 3/8 1 3/8 2030

DAC 070 1049.0 44 6 40.8 19.8 35.4 140.6 1 5/8 1 3/8 2420

DAC 080 1198.8 44 6 40.8 19.8 35.4 140.6 1 5/8 1 3/8 2590

DAC 088 1319.9 66 6 40.8 19.8 52.8 210.6 2 1/8 1 5/8 2810

DAC 100 1498.5 66 6 40.8 19.8 52.8 210.6 2 1/8 1 5/8 3090

DAC 104 1558.4 90 8 54.4 26.4 48.2 191.2 2 1/8 1 5/8 3210

DAC 120 1798.2 54 8 54.4 26.4 97.6 396.2 2 1/8 1 5/8 3690

DAC 132 1978.0 54 8 54.4 26.4 97.6 396.2 2 1/8 1 5/8 3960

DAC 142 2127.9 54 10 68.8 33.0 123.0 496.0 2 1/8 2 1/8 4490

DAC 158 2367.6 54 10 68.8 33.0 123.0 496.0 2 1/8 2 1/8 4990

DAC 164 2457.5 48 10 68.8 33.0 162.6 659.8 2 5/8 2 1/8 5150

DAC 180 2697.3 48 10 68.8 33.0 162.6 659.8 2 5/8 2 1/8 5520

DAC 190 2847.2 54 12 81.6 39.6 196.4 792.8 2 5/8 2 5/8 6180

DAC 196 2937.1 72 12 81.6 39.6 196.4 792.8 2 5/8 2 5/8 6210

DAC 216 3236.8 72 12 81.6 39.6 196.4 792.8 2 5/8 2 5/8 6600
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